
SNOW COLLEGE
HUMANITIES PRINT STUDIO

FUME HOOD/EXHAUST UPGRADES
DFCM #10153700North: ______  South: ______  East: ______  West: ______  

   Special Use and Occupancy (e.g. High Rise, Covered Mall):   __________________ 

d)    Unlimited Area Building:    Yes  ______   No  ______   Code Section:  ______

a

a

3)    Three Story:   A  (3)______

2)    Two Story:   A  (2)______

1)    One Story:   ______

c)    Total Allowable Area for:

1_<
Allowable Area

Actual Area

b)    Sum of the Ratio Calculations for Mixed Occupancies:
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Official for Complex Buildings. Including, but not limited to:

g)    Fire Stopping, Including Tested Design Number.

f)    Exterior and Interior Accessibility Route.

e)    Fire Assembly Locator Sheet.

a)    High Rise Requirements.

b)    Atriums.

c)    Performance Based Criteria.

d)    Means or Egress Analysis.

2)    Additional Code Information shall be provided at the discretion of the Building 

Code Accessibility Chapters, the more restrictive requirement shall govern.
through     - ADA Guidelines and specific reference to the International Building

1)    In case of conflict with the U.S. Department of Justice Federal Registers Parts    

FOOTNOTES:

d)    Drinking Fountains:  ______       Service Sinks: ______

c)    Bath Tubs or Showers:  ______ 

b)    Lavatories  -  Required (m) ______ (f) ______    Provided (m) ______ (f) ______ 

a)    Water Closets - Required (m) ______ (f) ______  Provided (m) ______ (f) _____ 

M.      Minimum Number of Required Plumbing Facilities:

Exit Width Required:   ______            Exit Width Provided:   ______      

Element Hours Assembly
ListingListing

Element AssemblyHours 

Smoke Partitions
Fire Partitions

Exterior Bearing Walls
Interior Bearing Walls
Exterior Non-Bearing Walls
Structural Frame
Partitions - Permanent
Fire Barriers

Floors - Ceiling Floors
Roofs - Ceiling Roofs
Exterior Doors and Windows
Shaft Enclosures
Fire Walls 

BAHTBABABA

Design Wind Speed:  ______ mphB.      Seismic Design Category: ______

L.      Design Occupant Load: ______

K.       Fire Resistance Rating Requirements for Building Elements (hours).

Area Modifications:J:        

 ____________________________________________Tabular Area:I:      

 per Floor (square feet): __________________________Actual AreaH:      

Number of Stories:   ______   Building Height: ______G:       

Required: ______     Provided: ______   Type of Sprinkler System: ____________

Sprinklers:F:       

Mixed Occupancies:   ______         Nonseparated Uses:   ______E.      

          separation distance (in hours):
 Requirements for the Exterior Walls based on the fireFire Resistance RatingD.      

C.      Type of Construction  (circle one):

   Change in Use: Yes ______ No ______  Mixed Occupancy: Yes ______  No ______

Guidelines
ADA Accessibility 
Building Conservation
Uniform Code for
National Electrical Code

Conservation Code
International Energy 
International Fire Code
International Plumbing Code
International Mechanical Code
International Building Code

YearYear

APPLICABLE CODES

A.      Occupancy and Group:  ________    ________    ________    ________     ________

CODE ANALYSIS

MAP

2009
2009
2009
2009

2009

2008

GENERAL:

G001--- TITLE SHEET
G002--- SPECIAL INSPECTIONS AND TESTING

MECHANICAL:

MG001- MECHANICAL GENERAL NOTES AND LEGEND
MD101- MECHANICAL DEMOLITION PLAN
MD102- MECHANICAL PIPING DEMOLITION PLAN
MD103- MECHANICAL ROOF DEMOLITION PLAN
ME101- MECHANICAL FLOOR PLAN
ME102- MECHANICAL PIPING PLAN
ME103- MECHANICAL ROOF PLAN
ME501- MECHANICAL DETAILS
ME601- MECHANICAL SCHEDULES

PLUMBING:

PG001- PLUMING GENERAL NOTES AND LEGEND
PD101- PLUMBING DEMOLITION
PE101- PLUMBING FLOOR PLAN
PE601- PLUMBING DETAILS AND SCHEDULES

DRAWING INDEX:

SPECIAL INSPECTIONS:

1. SEE SHEET DRAWING G002.
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SHEET NOTES:

EXISTING DUCTWORK AND DIFFUSERS
SHALL REMAIN.

REMOVE EXISTING CANOPY EXHAUST
HOOD AND ASSOCIATED DUCTWORK
THRU ROOF.  SEE MD103 FOR
REMOVAL OF ASSOCIATED EXHAUST
FAN.  FIELD VERIFY.

REMOVE EXISTING CANOPY EXHAUST
HOOD DUCT.  EXISTING ROOF
PENETRATION SHALL BE REUSED FOR
NEW EXHAUST DUCT.  SEE ME101 FOR
DETAILS.

24"x24" MAKE-UP UNIT SUPPLY DUCT
SHALL REMAIN.  SEE MD103 FOR
REMOVAL OF MAKE-UP AIR UNIT.

REMOVE EXISTING FAN COIL AND
ASSOCIATED COMPONENTS.  EXISTING
DUCT AND METASYS CONTROLS SHALL
BE REMOVED AND PROTECTED FOR
REINSTALLATION ON NEW FAN COIL.
PROTECT DUCT AND CONTROLS FOR
RECONNECTION TO NEW FAN COIL
UNIT.  FIELD VERIFY.
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SHEET NOTES:

REMOVE EXISTING THERMOSTAT.
FIELD VERIFY EXACT LOCATION.

DISCONNECT HOT AND CHILLED
WATER PIPING FROM EXISTING FAN
COIL AT THIS APPROXIMATE LOCATION.
REMOVE EXISTING METASYS
CONTROLS AND PROTECT FOR
REINSTALLATION.  PROTECT FOR
RECONNECTION TO EQUIPMENT.  FIELD
VERIFY.

DISCONNECT HOT AND CHILLED
WATER PIPING FROM EXISTING MAKE
UP UNIT ABOVE, AT THIS APPROXIMATE
LOCATION.  PROTECT FOR
RECONNECTION TO NEW EQUIPMENT.
FIELD VERIFY.

EXISTING CHILLED AND HOT WATER
PIPING SHALL REMAIN.

EXISTING FAN COIL SHALL BE
REMOVED.  FIELD VERIFY EXACT
LOCATION.
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SHEET NOTES:

REMOVE MAKE-UP AIR UNIT AND ALL
ASSOCIATED ITEMS.  SUPPLY/RETURN
DUCT, AND WATER PIPING BELOW
SHALL REMAIN.  FIELD VERIFY.

REMOVE EXISTING ROOF MOUNTED
EXHAUST FAN AND ALL ASSOCIATED
ITEMS.  ROOF PENETRATION AND CURB
SHALL BE REUSED FOR NEW EXHAUST
FAN AND DUCT WORK. FIELD VERIFY.
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MECHANICAL
FLOOR PLAN

ME101
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SHEET NOTES:

PROVIDE NEW FUME HOOD.

PROVIDE NEW FUME HOOD EXHAUST
UP TO NEW FAN ON ROOF.  PROVIDE
ALL NECESSARY TRANSITIONS FOR
PROPER CONNECTION TO FUME HOOD.
EXISTING ROOF PENETRATION FOR
DEMOLISHED CANOPY HOOD SHALL BE
REUSED, MODIFY, PATCH AND SEAL AS
NECESSARY.  FIELD VERIFY.

24"x24" MAKE-UP AIR SUPPLY DUCT
SHALL BE CONNECTED TO NEW MAKE
UP UNIT SUPPLY OUTLET.  SEE SHEET
ME103 FOR DETAIL.

PROVIDE NEW FLEXIBLE EXHAUST
EXTRACTION ARM.  PROVIDE ALL
NECESSARY MOUNTS, SUPPORTS,
DUCT TRANSITIONS ETC. FOR
COMPLETE INSTALLATION.
EXTRACTION ARM SHALL BE MOUNTED
ABOVE TEMPORARY PARTITION WALL.
COORDINATE EXACT PLACEMENT WITH
BUILDING OWNER.  PROVIDE NEW
EXHAUST DUCT TO NEW FANS ON
ROOF.  CUT, PATCH AND SEAL ROOF AS
NECESSARY FOR NEW PENETRATIONS.
FIELD VERIFY.

PROVIDE NEW SPRAY BOOTH AND
EXHAUST DUCT WORK.  CONTRACTOR
SHALL PROVIDE ALL NECESSARY
TRANSITIONS NEEDED TO ADAPT TO
SPRAY BOOTH.  PROVIDE NEW
EXHAUST DUCT TO NEW FANS ON
ROOF.  CUT, PATCH AND SEAL ROOF AS
NECESSARY FOR NEW PENETRATIONS
FIELD VERIFY.

PROVIDE NEW FAN COIL.  PROVIDE ALL
NECESSARY TRANSITIONS FOR
RECONNECTION TO EXISTING DUCT.
REINSTALL METASYS CONTROLS ON
NEW FAN COIL. FIELD VERIFY.

PROVIDE SWTICH FOR EXTRACTION
ARM EXHAUST FAN AT THIS
APPROXIMATE LOCATION.
COORDINATE EXACT PLACEMENT WITH
BUILDING OWNER.  FIELD VERIFY.

PROVIDE SWITCH FOR PAINT BOOTH
EXHAUST FAN AT THIS APPROXIMATE
LOCATION.  COORDINATE EXACT
LOCATION WITH BUILDING OWNER.
FIELD VERIFY.

BALANCE EXISTING DIFFUSERS TO
VALUE SHOWN.  FIELD VERIFY EXACT
LOCATION.

GENERAL NOTES:

1.CONTRACTOR SHALL HIRE A DESIGN
BUILD ELECTRICAL CONTRACTOR FOR
THE ELECTRICAL PORTION OF THIS
PROJECT PER GENERAL NOTE G-18
SHEET MG001.  FIELD VERIFY ALL
APPLICABLE CONDITIONS.

2.ALL NEW DUCTWORK SHALL BE
EXPOSED AND PAINTED WHITE TO
MATCH EXISTING.  FIELD VERIFY.
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SHEET NOTES:

TIE INTO EXISTING HOT AND CHILLED
WATER AT THIS APPROXIMATE
LOCATION.  PROVIDE NEW
PNEUMATICALLY OPERATED CONTROL
VALVE.  SEE PIPING DETAIL SHEET
ME501.  REINSTALL EXISTING METASYS
CONTROLS.

PROVIDE NEW THERMOSTAT AT THIS
APPROXIMATE LOCATION.  TIE INTO
EXISTING METASYS CONTROLS.  FIELD
VERIFY EXACT LOCATION.

TIE INTO EXISTING HOT WATER SUPPLY
AND RETURN AT THIS LOCATION.
PIPING SHALL RISE THROUGH EXISTING
CURB PERIMETER INTO NEW MAKE UP
UNIT.  SEE SHEET ME103 FOR
CONTINUATION.
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SHEET NOTES:

PROVIDE NEW MAKE-UP AIR UNITS
(MA-1) AND (MA-2) AND ALL
ASSOCIATED ITEMS.  UNIT SHALL TIE
INTO EXISTING DUCT AND WATER
PIPING BELOW.  SEE DETAIL SHEET
ME501.  NEW MAKE UP UNIT SHALL BE
TIED INTO EXISTING CONTROL SYSTEM.
PROVIDE WITH TRANSITION CURB TO
ADAPT TO EXISTING CURB.  FIELD
VERIFY.

PROVIDE NEW ROOF MOUNTED
EXHAUST FAN (EF-1) AND ALL
ASSOCIATED ITEMS.  SEE DETAIL
SHEET ME501 FOR DETAILS.

CUT, PATCH, SEAL, AND MODIFY
ROOFING AS NECESSARY FOR NEW
EXHAUST DUCT PENETRATION, NEW
CURBS, ETC.  FIELD VERIFY.

GENERAL NOTES:

1. CONTRACTOR SHALL HIRE A DESIGN
BUILD ELECTRICAL CONTRACTOR FOR
THE ELECTRICAL PORTION OF THIS
PROJECT PER GENERAL NOTE G-18
SHEET MG001.  FIELD VERIFY ALL
APPLICABLE CONDITIONS.

2. ROOF CUTTING, PATCHING AND REPAIR
SHALL BE  PERFORMED BY A
PER-AUTHORIZED ROOFING
CONTRACTOR.  APPROVED SHORT LIST
OF ALLOWABLE CONTRACTORS CAN BE
FOUND AT:
WWW.DFCM.UTAH.GOV/StdDocs
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SHEET NOTES:

REMOVE EXISTING SINK, CABINET, AND
ALL ASSOCIATED ITEMS.  PATCH AND
REPAIR FLOORING UNDERNEATH AS
NECESSARY.  MATCH EXISTING.  FIELD
VERIFY.

REMOVE HOT AND COLD WATER PIPING
TO SINK AT THIS APPROXIMATE
LOCATION.  FIELD VERIFY EXACT POINT
OF REMOVAL.

REMOVE WASTE AND VENT PIPING TO
SINK.  FIELD VERIFY EXACT POINT OF
REMOVAL FOR EASE OF
RE-CONNECTION TO NEW HOOD
PLUMBING.

REMOVE NEUTRALIZATION TANK AND
ASSOCIATED VENT AND WASTE PIPING.
FIELD VERIFY EXACT POINT OF
REMOVAL.
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SHEET NOTES:

TIE EXISTING HOT AND COLD WATER PIPING
INTO NEW FUME HOOD PLUMBING.  FIELD
VERIFY EXACT TIE IN POINT.

TIE INTO WASTE LINE BELOW AT THIS
APPROXIMATE LOCATION.  WASTE PIPING
SHALL TIE INTO PRE-PIPED NEUTRALIZATION
TANK IN HOOD.  PROVIDE ALL NECESSARY
CONNECTIONS, FITTINGS ETC FOR PROPER
CONNECTION.  FIELD VERIFY.

EXISTING V.T.R SHALL REMAIN.  FIELD VERIFY
EXACT LOCATION.

TIE INTO EXISTING VENT PIPING AT THIS
APPROXIMATE LOCATION.  FIELD VERIFY.

PROVIDE NEW FREE STANDING STAINLESS
STEEL SINK WITH DRAIN BOARDS.  FIELD
VERIFY EXACT PRIOR TO ORDERING.
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